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Abstrakt
Tato diplomová práce se dělí na dva tématické podcelky. První tématický podcelek se
věnuje renovaci nízkoteplotního STM zařízení od firmy Omicron a jeho následnému využití
pro studium preparace supravodivých-magnetických rozhraní. Nejprve je zde ukázána
příprava vhodných kovových substrátů, konkrétně W(110) a Ir(111). Dále práce ukazuje
výsledky přípravy tenkých železných vrstev na Ir(111). Poslední sekce se zabývá studiem
růstu vanadia jak na čistém Ir(111) tak na zmíněném systému Fe-Ir(111). Druhý tématický
podcelek se zabývá magnetismem kobaltových atomů na jednovrstevném dichalkogenidu
WS2. Jedná se především o studium jejich magnetického momentu a anisotropie pomocí
X-ray magnetic circular dichroism (XMCD).
Summary
This work is divided in two thematic parts. The first part shows a refurbishment of a Omi-
cron low temperature STM set-up and its utilization for preparation of superconducting-
magnetic interfaces. First, a cleaning procedure of suitable metallic substrates, specifically
W(110) and Ir(111), is shown. It is followed by results of iron monolayer deposition on
Ir(111) (Fe-Ir(111) interface). The last section deals with study of vanadium growth on
pure Ir(111) substrate as well as on mentioned Fe-Ir(111) interface. The second thematic
part deals with magnetism of cobalt atoms on a monolayer metal dichalcogenide WS2.
It focuses primarily on studying their magnetic moment and magnetic anisotropy using
X-ray magnetic circular dichroism (XMCD).
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Introduction
A lot of different aspects of nanoscale magnetism have been studied in the past, like e.g.
current induced magnetization switching of superparamagnetic islands [1], nanoskyrmion
lattices in iron thin films [2, 3] or atom-by-atom engineering of tailored nanomagnets [4].
Moreover the growth of thin superconducting materials [5, 6] has been as well a subject
of great scientific and technological importance. The ultimate goal of this research is to
combine the knowledge on magnetic layers and single magnetic atoms with superconduct-
ing materials to look at the interplay between magnetism and superconductivity at the
atomic scale. This work aims at the first steps toward this goal, namely an investigation
of suitable material systems. Therefore this thesis is divided into two thematic parts:
1. LT-STM study on preparation of superconducting-magnetic interfaces
(Chapter 1 and Chapter 2)
2. XMCD study on magnetic anisotropy of single Co atoms on WS2/Au(111)
(Chapter 3)
LT-STM The first thematic part focuses on the preparation of stable superconducting-
magnetic interfaces in the low temperature scanning tunneling microscope (LT-STM)
experimental set-up. Such interfaces could create proper conditions to study new phys-
ical phenomena, like e.g. the observation of Majorana fermions in ferromagnetic atomic
chains on a superconductor [7]. LT-STM allows for a simultaneous characterization of the
electronic and superconducting properties of nanoscale interfaces with atomic resolution.
Chapter 1 provides the theoretical fundamentals for scanning tunneling microscopy
and superconductivity in solids. Then, the Omicron LT-STM set-up utilized during the
course of this work is described. The main part of this chapter details the refurbishment
and rebuilding of the LT-STM experimental set-up with the aim to improve its user-
friendliness, measurement stability, energy resolution and cryostat standing time.
Chapter 2 presents a study on the growth of superconducting vanadium films on
metallic substrates. The first step was to adapt a previously reported procedure [8–10]
for preparation of atomically clean W(110) and Ir(111) substrates in our experimental
set-up. The second step was to reproduce the growth of single-layer iron films on the
Ir(111) substrate (Fe/Ir(111)) [3]. On contrary to this, the growth of a thin vanadium
films on Ir(111) and Fe/Ir(111) was an unexplored field. The aim was to find the right
growth parameters to prepare atomically flat continuous films of vanadium, without al-
loying with the substrates or big lattice mismatch.
XMCD The further development of nanoscale spin-based technologies requires a deeper
knowledge of the magnetic properties such as the magnetic anisotropy of atom-scale mag-
nets. For instance, Gambardella et al. [11] showed a study of giant magnetic anisotropy of
1
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single cobalt atoms on Pt(111). The recent emergence of two-dimensional layered materi-
als, in particular the transition metal dichalcogenides, can open a new route in this field
by using them as a separation layer between magnetic adatoms and metalic substrates.
Chapter 3 demonstrate first results of X-ray magnetic circular dichroism (XMCD)
data measured on single cobalt atoms deposited on WS2/Au(111) during the beam time
at Diamond Light Source facility [12].
2
1. Experimental LT-STM set-up and
its modifications
In the first section of this chapter, Scanning Tunneling Microscopy (STM) is introduced.
The second section presents the fundamentals of Superconductivity. The third section
focuses on the LT-STM experimental set-up, that was utilized during the course of this
work. The last section then describes all the necessary modifications, that have been
carried out on the system to improve its performance.
1.1. Theory of Scanning Tunneling Microscopy
In the first part of this section, fundamentals of the tunneling theory and STM measuring
modes are presented. Afterwards, a method for obtaining differential conductance spectra,
namely scanning tunneling spectroscopy (STS), is introduced.
1.1.1. Scanning Tunneling Microscopy
Since its introduction by Binning and Rohrer in 1982 [13], the Nobel prize awarded inven-
tion of scanning tunneling microscopy (STM) provides the researchers with a powerful
tool for their work in the field of nanotechnology and surface science. By taking advan-
tage of the quantum-mechanical tunneling effect, the STM operation principle is based on
moving a sharp tip in the vicinity of a surface. Simultaneously, a measurement of various
surface properties is performed with s spatial resolution on the nanometer or even atomic
scale. The ability of precise local probing gives STM a major advantage over other surface
sensitive techniques that provide averaged information over a certain surface area such
as LEED, XPS, XAS, ARPES and others. [14]
Fundamentals of tunneling
In contrast to classical mechanics, a quantum mechanical approach allows electrons to
penetrate into a barrier region with higher energy than its own. Within the barrier, the
probability density decays exponentially with the distance from the barrier boundary. If
we consider the tip and the sample as two separated metal electrodes and the vacuum
between them as a potential barrier, bringing the electrodes close to each other (typically
in order of units of Å) will increase the probability of successful electron tunneling through
the potential barrier. As the probability of tunneling in this case is identical for both
directions, to establish a unidirectional current, a bias voltage has to be applied between
the electrodes.
Long before the STM invention, Bardeen [15] developed the first theoretical approach
to describe the tunneling phenomena in solids by considering a metal-insulator-metal
3
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junction. His approach was later successfully used in the case of the STM theory. Dealing
with the tip and the sample as with the two electrodes biased by a voltage Vbias and
separated by a vacuum potential barrier of width d (at T = 0K), the tunneling current I





ϱtip(ε− eVbias)ϱsample(ε)T (ε, Vbias, d) dε, (1.1)
where ε is the energy relative to the Fermi energy of the sample, ϱtip is the tip density of
states, ϱsample the sample density of states and T the transmission factor. The transmission
factor indicates the probability of the successful electron tunneling at the certain energy
ε. In the Wentzel-Kramers-Brillouin semi-classical approximation for one dimension, the
transmission factor in Eq.1.1 can be expressed by the following formula [16, 17]:











A schematic energy level diagram of the one-dimensional tunneling junction is pre-
sented in Fig.1.1, where the tip and the sample are separated by the distance d at tem-
perature T = 0K. The density of states (DOS) ϱtip and ϱsample are indicated by a vertical
curves with filled states up to the Fermi energy (EF). The height of the tunneling bar-
rier is determined by the work functions Φ, which are characteristic for each material
and define the energy, that is needed to extract an electron from the material to the
vacuum level. By applying a bias voltage Vbias between the electrodes, their Fermi lev-
els are shifted by ∆EF = eVbias. This enables unidirectional tunneling of electrons from
the tip occupied states into the sample unoccupied states or vice versa (depending on
the bias sign) through the potential barrier (blue arrows). Due to the exponential decay
of the transmission factor for lower electron energies, the tunneling is most probable for
the states near the EF – indicated by the decreasing arrow size.
For the real STM measurements, however, the Bardeen model for planar electrodes
is not sufficient since the tip shape, the tip wave functions and tip density of states are
unknown. In the Tersoff-Hamann approximation [18] only a very small bias voltage
is considered, making the tunneling possible only at EF and thus independent of the
energy. Moreover, the tip is approximated as a mathematical point with the position rt
above the sample and all the complex tip properties are removed. Tersoff and Hamann
also showed, that within this approximation, the tip can be also viewed as single atom
represented by simple s-wavefunction with the effective center of curvature at rt. Within
this approach, the tunneling current depends only on ϱsample at the center of the tip
curvature rt [16, 19]:
I ∝ ϱsample(EF, rt), (1.3)
Therefore, the STM tip probes the sample local density of states (LDOS) near Fermi
energy EF directly at the effective center of curvature rt where the tip is located. And
since the wavefunction of the sample decay exponentially with the distance on scale of
a few , it can be shown, that a majority of the tunneling current goes through the atom
closest to the sample surface [19].
Please note, that in all presented theoretical descriptions were the Fermi Functions of
the tip and the sample considered as a step functions (T = 0K). However, for the finite
4















Figure 1.1: The energy level diagram of the one dimensional tunneling junction. The
tunneling current is established by applying a bias voltage Vbias that enables the electrons
to tunnel from the occupied states of the tip into the unoccupied states of the sample. Due
to the varying transmission factor, the electrons near the tip EF have a higher probability
of a successful tunneling.
temperatures and especially when a good energy resolution is needed, the broadening of
the Fermi levels has to be taken into account.
Scanning mode
The usual STM design utilizes a piezoelectric actuator to approach the tip and scan it
over the surface [13, 16, 20, 21]. By applying a voltage on the the piezo element, it can be
stretched along desired direction. The actuator has usually a three degrees of freedom and
besides the tip-sample distance regulation in the z direction, it also performs the scanning
along the x and y axes. In principle, there are two modes, that can be utilized - constant
current mode and constant height mode. During the course of this work, a constant
current mode have been used to measure all the presented topography data.
In constant current mode, a constant current value is maintained during the scanning
of the surface. This is done by adjusting the tip position in order to keep the tip-sample
distance also constant. The tip-sample distance regulation is operated via a feedback
loop, that measures the tunneling current and stretches the piezo actuator accordingly by
applying a voltage to its electrodes. The resulting topography image is then reconstructed
from the stretch, respective voltage, amplitude of the actuator in z direction for each point
of the scan.
1.1.2. Scanning Tunneling Spectroscopy
As shown, STM provides an effective tool to study the local properties of the investigated
surfaces at atomic scale. This subsection presents a technique to measure the energy
dependence of the local density of states of the surface – the so-called scanning tunneling
spectroscopy (STS).
5
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Differential conductance
If the tip is positioned above the surface in a fixed distance d, a small increase of the bias
voltage dV will increase the tunneling current by dI, because a new empty state of the
sample becomes available. As can be seen in Fig.1.1 and Eq.1.2, the tunneling electrons,
that contribute to this new current increase, have the lowest apparent barrier height and
thus also the highest transmission coefficient. To realise the basic principle of STS in the
first approach, the tip density of states ϱtip and transmission factor T (ε, Vbias, d) can be
approximated as constant with respect to energy (we consider only a small bias voltage).
By considering these approximations, we can differentiate the Eq.1.1 and with the help
of Leibniz integral rule, we can obtain [16, 22]:
dI
dV ≈ Cϱsample[e(V + dV )]T [e(V + dV ), V + dV ], (1.4)
where we substituted for energy ε = e(V + dV ). It is the energy of a newly available
sample states (appearing under the blue dashed line in Fig.1.1), when the voltage is in-
creased. From this approximation we can see, that the differential conductance signal
is proportional to the sample density of states. Nevertheless, it is necessary to keep in
mind for the real STS measurements, that the ϱtip is unknown and can not be always
approximated as constant. Because this fact can significantly influence the shape of the
spectral curve, it is always necessary to reproduce the measured data with different tip
shapes or check the tip quality on a material with well studied characteristic spectra for
comparison.
Technical realization
To investigate the sample density of states and obtain the differential conductance spec-
tra presented in this thesis, a constant height spectroscopy mode was used. First, the tip
is placed over a desired spot on the surface with a defined bias voltage and tunneling cur-
rent. This set-point corresponds to a certain tip-sample distance, which is stabilized and
fixed by switching off the feedback loop. Afterwards, the bias voltage is swept over a de-
fined range (the bias voltage inV corresponds to the energy of eV) and the dI/dV signal
can be recorded. There are two main ways used to measure the differential conductance
spectrum - numerical differentiation of the I(V ) curve and the lock-in technique.
Numerical differentiation The simplest way, without necessity of any additional elec-
tronics, is to record the I(V ) signal and differentiate it numerically after the measurement.
Besides the asset of short sweeping time, that reduces the influence of thermal drift, this
technique usually lacks the sufficient signal-to-noise ratio. This applies especially for the
higher tunneling currents, respective energies. Unfavourable signal-to-noise ratio is caused
mainly by the fact, that the noise in the tunneling current appearing at all frequencies,
is amplified together with the current signal. For this reason, we utilized during the course
of this work a following technique to solve the signal-to-noise ratio problem.
Lock-in technique The second and the most convenient technique for measuring the
dI/dV signal is implementation of lock-in amplifier [23, 24], a device that solves the
problem of recovering the signal even if its broadband noise is much larger.
A comparatively small AC reference signal Vmod cosωmodt with frequencies in the order
of kHz is added to the DC bias voltage. This leads to an oscillating signal in the tunneling
current around its DC component. This signal is fed into a lock-in amplifier device, that
6
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is able to extract only the oscillating signal amplitude with frequency ωmod and suppress
all other signals (including the noise). It is possible due to the fact, that sinusoidal
functions are orthogonal. It means, that when we integrate a product of two sinusoidal
functions with frequencies ω1 and ω2, the result is non-zero only in the case of ω1 = ω2
and consistent phase of the two signals. The lock-in integrates (time averages over time
period) the tunneling current with the reference signal and obtains the amplitude of the
oscillating component in the tunneling current. For a successful signal extraction, the
phase difference between the oscillating current and the reference signal has to be zero
and the interval for the time averaging sufficiently long (several periods of the two signals).
The principle of this technique is indicated for the hypothetical I(V ) curve in Fig.1.2.
The two different amplitudes Imod,1 and Imod,2 are obtained for the same modulation
voltage Vmod at different energies. It can be deduced that the resulting oscillating signal
amplitude Imod is proportional to the slope of the curve I(V ) and thus to dI/dV . [16]
The voltage modulation amplitude Vmod and its frequency ωmod can by manually se-











Figure 1.2: The basic principle of implementing the lock-in technique for measuring the
differential conductance dI/dV . From the hypothetical I(V ) curve, it can be inferred that
the amplitude Imod of the oscillating component of the tunneling current is proportional
to the slope of the I(V ) curve and thus to the differential conductance dI/dV .
Energy resolution
For distinguishing subtle features in the order of mV in the differential conductance spec-
tra, a good energy resolution is crucial. The resolution can be affected mainly by the the
temperature, the modulation voltage of the lock-in amplifier and the noise coupled to the
signal.
In real measurements at finite temperatures above the T = 0K, a temperature broad-
ening of the Fermi function has to be taken into account. The transmission factor in
this case can be treated as constant, because the Fermi energy broadening applies only
7
1. EXPERIMENTAL LT-STM SET-UP AND ITS MODIFICATIONS
in a small energy range of kBT . In this case, the density of states has to be convoluted
with a differentiated thermally broadened Fermi function f(ε− eV, T ) and the differential





∂f(ε− eV, T )
∂V
ϱsample(ε)dε. (1.5)
As can be seen in Fig.1.2, the accuracy of the resulting dI/dV signal is dependent
on the modulation voltage amplitude. This fact also contribute to the energy resolution
of the lock-in technique. Therefore it is necessary to choose the modulation voltage,
comparatively smaller than the energy scale of the investigated feature. [25]
The noise, originating from both vibrational and electronic sources, can be coupled
to the tunneling signal. To attenuate its influence, various mechanical damping systems
are included in the STM design and all the electronics have to be properly shielded and
grounded [21]. However, the problem of noise in STS measurements can be removed by
using the lock-in technique, that suppresses all the signals on different frequency then
ωmod. For this reason, it is desirable to chose a modulation frequency ωmod, that does not
have any significant broadband noise peak in its vicinity.
Differential conductance mapping
The ability of probing the local density of states on the sample surface above a specified
point can be expanded by a spectroscopy mapping technique. In this mode, a spatial
map of the local density of states (LDOS) at a desired energy (bias voltage) can be
measured simultaneously with a slow constant current topography image. This is realized
by recording the dI/dV signal obtained from the modulated tunneling current by the lock-
in amplifier at every point of the scan. It is usually performed at energy corresponding to
the particular feature in differential conductance spectra to acquire additional information
about the spatial distribution of the surface electronic structure.
1.2. Theory of Superconductivity
Superconductivity was first discovered by H.K. Onnes in 1911 [26] as a consequence his
another famous accomplishment – the first successful helium liquification in 1908 [27]. He
observed an unexpected electrical resistance drop in the sample of solid mercury when
cooled down to LHe temperature around 4.2K. Following his discovery, large numbers of
elements, alloys and compounds were reported to exhibit superconductivity after cooling
down under a certain critical temperature TC, which is characteristic for each material.
The highest TC = 9.3K among pure elements has Niobium [28].
Another interesting discovery of superconducting behaviour was made by Meissner and
Ochsenfeld in 1933 [29]. They found out that when a superconductor is exposed to a weak
magnetic field and cooled down below its TC, the field is expelled outside the supercon-
ductor volume in spite of expectations of a classical Maxwell´s theory. The annihilation
of the magnetic field in a superconductor is a consequence of its internal loop currents,
induced by the change of magnetic flux. These currents flow without resistance and gen-
erate a field in the opposite direction to the applied field, thus completely cancelling the
field inside. [30]
Whereas the weak magnetic field is expelled from a superconducting material, there
is a critical magnetic field HC value above which the superconductivity is completely
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destroyed. Such suppression of superconductivity can happen in two ways and the super-
conductors are accordingly divided into type-I and type-II superconductors. In contrast
to the type-I superconductors, which have only one value of critical field HC, type-II
superconductors exhibit two critical field values - HC1 and HC2. Above HC2, the super-
conductivity is completely destroyed as in the case of type-I, but in the interval between
HC1 and HC2, a so called mixed or Shubnikov phase occurs and the field can penetrate into
the material in a special spatial arrangement while preserving the superconductivity [31].
The phase diagrams of the field changes for both types are shown in the Fig. 1.3a.
The so-called conventional superconductors, that were investigated in the course of this
thesis, can be described by a theory developed by Bardeen, Cooper and Schrieffer in 1957
[32]. The theory describes a phonon mediated attraction between two electrons in a lattice
of ion cores at low temperatures that can overcome the Coulomb repulsion. Electrons in
such bound state are called Cooper pairs and consist of particles with opposite momentum
and spin. These pairs act like bosons and can condensate to the same quantum state at low
temperatures forming a Bose condensate, that conducts electric current without resistance.
A measure of the density of the Cooper pairs in the superconductor is called a coherence
length and has values typically in the order of many interatomic distances [33].
Cooper pairs can be destroyed by thermal or electromagnetic excitation. According
to the BSC theory, the excited electrons then occupy states with higher energy and are
called elementary excitations or quasiparticles. The ground energy state of Cooper pairs
is separated from the excited quasiparticle states by an energy gap ∆. In order to destroy
a Cooper pair, an energy of at least 2∆ is needed (usually in the energy range of meV) [31].
The density of states of quasiparticles in a superconductor resulting from the BSC




E2 −∆2 , E > ∆
0, E < ∆
(1.6)
where ϱN is the DOS in the normal conducting state and following the BSC theory is con-
sidered as constant. Because the quasiparticles can recombine back into the SC state or
be scattered to a different quasiparticle state, their lifetime is not infinite. This results
into a lifetime broadening of the energy gap as was shown by Dynes et al. [35]:
ϱΓ =
|E| − iΓ√
(E − iΓ)2 −∆2
, (1.7)
where Γ is the quasiparticle lifetime parameter.
At finite temperatures, the SC energy gap is as well broadened due to the thermal
excitations of quasiparticles from the ground state. At the critical temperature, all the
electrons are in the excited quasiparticle state and the energy gap completely vanishes [31].
Fig.1.3b shows plots of quasiparticle density of states of SC energy gap∆ = 2.2meV for
the mentioned cases. The green line shows the T = 0K case without lifetime broadening
according to Eq.1.6, the red line represents the T = 0K case with a lifetime broadening
Γ = 0.1meV according to Eq.1.7 and the blue line shows the thermal broadened case for
T = 4.3K.
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Figure 1.3: (a) Phase diagrams of Type-I and Type-II superconductors. When cooled
below TC, field is expelled out of the volume below BC, respectively BC1. Above BC, re-
spectively BC2, the field penetrates into the volume. For Type-II superconductors a Shu-
binkov phase occurs between BC1 and BC2. (b) DOS of quasiparticles according to Eq.1.6
for T = 0K (green line), according to Eq.1.7 for T = 0K and Γ = 0.1meV (red line),
according to Eq.1.7 and convoluted with thermally broadened Fermi function (blue line).
The quasiparticle peaks do not diverge for both broadened DOS cases.(∆ = 2.2meV)
1.3. Experimental set-up
This section describes the experimental system which was utilized during the work pre-
sented in this thesis. It is a low temperature (LT) ultra high vacuum (UHV) STM made
by Omicron NanoTechnology [36]. Necessary modifications of the system made during
the course of this work are detailed in the next section.
Performing measurements in ultra high vacuum at low temperatures is essential for the
experiments described in this work because of stable and clean environment conditions.
Moreover, to study superconductivity one has to reach the critical temperature (Tc) of
the material.
Low temperatures create a time-stable condition of the surface by reducing a mobility
of atoms and the low thermal drift of the sample. In combination with low thermal drift
of the scanner piezo, the tip can sustain a fixed position above the desired spot on the
sample for hours.
Beyond that, since the tunnelling effect depends strongly on the tip-sample distance,
less diffusion on the apex of the tip helps to stabilize the tunnelling itself. For the same
reason, it is also essential to isolate the system from any external mechanical vibrations
that could affect the tunnelling distance.
As mentioned, the ultra high vacuum conditions maintain investigated surface clean




And last but not at least, as the tunnelling current is very low (usually in the order of
pA), getting a high lateral and energy resolution requires proper electromagnetic shielding
of the conducted signals and state of the art electronics with excellent signal-to-noise ratio.
1.3.1. Omicron LT-STM
The Omicron LT-STM described here belongs to the first generation of Omicron low tem-
perature microscopes [36]. Its simplified schematic drawing with sample transfer scheme
is shown in Fig.1.8. The set-up consists of three main chambers described in the following
subsections - load-lock chamber, preparation chamber and LT-STM chamber. They are
connected by gate valves and so their environments can be controlled separately.
The whole chamber system is attached to the supporting frame that rests on the
pneumatic suspension legs (Newport) with resonant frequencies below 2Hz. Their purpose
is to isolate the system from any mechanical disturbance caused by building vibrations
and acoustic waves. There is a second mechanical vibration isolation system directly on



















Figure 1.4: Schematic drawing of the experimental set-up of the Omicron UHV LT-STM
and the sample transfer line. Load-lock chamber – green. Preparation chamber – yellow.
LT-STM chamber – blue.
Load-lock chamber
To introduce a sample into the system, a small fast entry load-lock chamber is used. It
can be separated and pumped independently by a turbo molecular pump and it can also
be easily vented. For regular use the load-lock chamber is not baked after venting and
reaches the base pressure in the upper 10 · 10−8mbar regime. However, for inserting the
samples into the preparation chamber during normal operation, a pressure in the range
of 10 · 10−6mbar is sufficient and can be reached within only 30 minutes. The transfer to
the preparation chamber is done via the magnetic transfer rod.
11
1. EXPERIMENTAL LT-STM SET-UP AND ITS MODIFICATIONS
Preparation chamber
All the sample preparation steps take place in this chamber. The pumping system consists
of an ion getter pump combined with a titanium sublimation pump which reaches the base
pressure in the range of the upper 10 · 10−11mbar, but for the baking of the system and
the sample preparation in gas atmospheres above 10 ·10−8mbar, the preparation chamber
can be also pumped directly by the turbo molecular pump.
From the load-lock chamber the sample is placed on the long travel transfer manipu-
lator with four degrees of freedom (x, y, z,φ). Samples can be then transferred into the
STM chamber or moved to the desired positions for the sample processing within the
preparation chamber with millimetre accuracy. It is possible to define and control the
sample temperature when it is placed on the manipulator head with a thermocouple tem-
perature reading. It can be cooled with by a flow cryostat with either liquid nitrogen or
liquid helium or on the contrary heated up to 500 ◦C by resistive heating.
To anneal the samples above 500 ◦C, the chamber is equipped with an electron bom-
bardment heater. It comprises the sample stage with a tungsten filament underneath it.
By applying a high voltage up to 1 kV between the filament and the sample plate, the
electrons emitted from the filament are accelerated towards the plate, heating it due to
a high concentration and power of impacting electrons. For sample annealing at different
gas atmospheres (O2 in the case of this work), a needle valve is used to introduce desired
amount of gas into the chamber. Furthermore, the sample surface can be cleaned by an
ion bombardment from an argon sputter gun.
And once the substrate surface is clean, various metals can be deposited on top of it
by using one of the six electron beam evaporators, that work on the same principle as the
electron bombardment heater – heating the metallic rod by electron bombardment and
evaporating it onto the sample.
LT-STM chamber
The LT-STM chamber houses the main analytical tool of the whole system - cryostat with
the LT-STM. The vacuum generation is ensured by an ion getter pump and a titanium
sublimation pump like in the preparation chamber. Moreover, the cryostat and all its
connected parts, when cooled, adsorbs the atoms of the residual gases and acts as a cryo-
genic pump, further improving the vacuum in the chamber to lower 10 · 10−11mbar and
even more inside the shielding around the STM stage.
Besides the STM, the chamber incorporate six-slot carousel sample storage and tip
flashing station that clean the tip from impurities. The transfer between the flashing
station, carousel and manipulator is realized with a dual shaft wobblestick manipulator.
Cryostat The design of the Omicron cryogenic system is schematically presented in
Fig.1.5. The STM stage is cooled by a liquid bath cryostat system. It comprises two
cylindrical tanks, that can be filled separately. The inner tank has a volume of 3 l and
has the STM stage attached to it. It can be filled either with liquid nitrogen (base
temperature TLN = 77K) or liquid helium (base temperature TLHe = 4.3K). The outer
one, with a volume of 3.5 l, is usually filled with liquid nitrogen. Because the LN has
one order of magnitude bigger heat of evaporation and is much cheaper than LHe, the
outer tank functions as a radiation shield for the inner one in order to reduce its helium
consumption. Both tanks are connected to the upper flange of the chamber by three
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stainless steel inlet/outlet tubes, used for filling and measuring the level of liquid in the
cryostat tanks as well as for letting out the evaporated cooling agent.

















Figure 1.5: Schematic drawing of the cryostat, the radiation shields, the STM stage of
the Omicron LT-STM. Indicated addition of the new copper braids between the static
and rotational part of the outer shield (shown in brown color) was a part of the system
technical modification, that is described in section 1.4.
Since the STM stage has to be optically and mechanically accessible, it can not be
completely surrounded by the cryostat tanks. Therefore it is encircled by two cylindrical
radiation shields, made of oxygen-free high thermal conductivity copper. Each shield
consists of one static cylinder, that is tightly mounted to the corresponding cryostat tank
and one rotatable cylinder, that rests on small bearings fixed around the static cylinder.
Both shields have four windows for optical access with low heat-radiation transmission
rate and one port for sample insertion. By rotating the rotatable cylinders with respect
to the static cylinders, it is possible to open a close the access windows and the insertion
port to the STM.
STM The STM stage can be either clamped tightly to the inner cryostat tank or it
can be released and hang loose on three springs in order to further damp the mechanical
vibrations from the outside. A magnetic eddy current damping system is used to damp
the oscillations. When released, the thermal contact to the inner tank is carried out by the
copper braid. Besides the STM scanning device, the stage is equipped with silicon diode
temperature sensor, pyrolytic boron nitride (PBN) heater and superconducting magnet
coil (vertical fields up to 3T).
All the wiring for the STM stage is guided firstly on the outer surface of the inner tank
and then along the inlet/outlet tubes. Thus the wires are pre-cooled by the vapours of
the cooling agent that rise through the outlet tube. Outside the chamber, the tunneling
current is pre-amplified by Omicron SPM PRE 4E amplifier and processed by Omicron
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Matrix control unit. For all measurements presented in this thesis, tungsten tips, prepared
by electrochemical etching in NaOH solution, were used.
1.4. Refurbishment of the experimental set-up
The first generation of the Omicron LT-STM, that was described in the previous section,
have possessed some technical drawbacks. This section presents all the modifications
that have been carried out on the system during the course of this work to improve its
performance.
1.4.1. Drawbacks of the original design
The major drawback of the first generation Omicron LT-STM was a short standing time
of the cryostat – about 19 hours for the outer tank when filled with LN and about 18
hours for the inner tank when filled with LHe. Therefore, it was necessary to refill both
tanks every day and consequently the measurement conditions could not be stable for
a longer period. Furthermore, a high helium consumption also affects the price of the
measurement time.
The short standing time of the cryostat was mainly caused by the small volume of
the tanks, but was also greatly affected by a relatively big thermal bridging of the STM
stage to the outer environment through the wires that connected the STM stage and the
electrical feedthroughs on the chamber. Moreover, this thermal bridging is a reason for
a relatively high base temperature of the system – when the cryostat is filled with LHe, its
base temperature is above 5K, although the temperature of the LHe in the tank is almost
one degree less.
Lastly, it was difficult to reach the energy resolution, that was required to perform
the scanning tunneling spectroscopy (STS). The difficulties were caused mainly by the
original Omicron SPM PRE 4E pre-amplifier. Due to its complexity and the difficulties
to access the relevant technical information, the amplifier is inaccessible for user-friendly
control of the amplification process and therefore inconvenient for eventual elimination of
potential troubles.
1.4.2. Modifications
To address these drawbacks, several improvements have been carried out on the system
during the course of this work. It included the upgrade of the radiation protection, the
reduction of a thermal bridging by rewiring of the STM stage and a complete change of
the electronic control unit and current amplification.
Shielding improvement
As mentioned, the shields protect the STM stage from a thermal radiation from the outside
environment. Therefore, it is desirable to keep them at the lowest possible temperature
- ideally at the temperature of the tanks with the cooling agent, to which the shields
are attached. A proper thermal conductance between the tanks and shields is strongly
dependent partly on the shielding material and partly on a proper and tight mechanical
contact [37, 38]. For this reason and because the thermal contact through the bearings
is inadequate, the rotatable part of the inner shield has a copper braid connection to the
static part as indicated in Fig.1.5.
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The lack of such copper braid bridging between the static and the rotatable parts on the
outer shield can cause higher thermal radiation emitted towards the inner shield through
the access ports and therefore increase the cooling agent consumption. To improve this
problem, we have installed six new copper braids between the static and the rotatable
parts of the outer shield, similarly as on the inner shield (indicated in Fig.1.5). Since
the copper braids exert an additional torque on the rotatable part, we also had to add
a phosphor-bronze springs to create more friction and prevent spontaneous opening of the
shields.
Wiring improvement




where LN = 2.44 · 10−8WΩK−2 is the Lorentz number and T is the temperature, the
electrical conductivity ϱ and the thermal conductivity λ are inversely related to each
other. When designing a wiring of a cryogenic system, an optimal choice of the material
and the diameter of the wire is essential to balance the desired electrical conductivity on
one hand and low thermal conductivity on the other.
The original Omicron wiring comprised either copper or phosphor bronze wires. The
electrical and thermal properties of these materials are shown in Tab.1.1. Since phos-
phor bronze has at least one order of magnitude lower thermal conductivity, it is more
convenient for cryogenics purposes, unless lower resistivity wires for higher currents are
required. In the case of the Omicron systems, copper wires are used only for supercon-
ducting magnet coil and the PBN heater. Because the system is a commercial product
for a wide field of research, it is prepared for the addition of various optional modules or
other kinds of electrical measurements besides STM. For this reason, the original wiring
contains a number of spare wires, that are not used. However, these additional wires lead
to the thermal bridging of the STM stage with room temperature.
Table 1.1: Composition, electrical resistivity (ϱ) and thermal conductivity (λ) of materials
used in the Omicron wiring. [39][40]
Material Composition ϱ (293K) λ [W·m
−1·K−1]
[ mΩ·cm] 300K 80K 4K
Copper 100% Cu 1.7 400 600 300
Phosphor bronze 94.5% Cu; 5% Sn; 0.2% P 11 48 25 1.6
Stainless steel Fe; Cr; Ni 74 15 7 0.2
The change of the wiring done on the system is summarized in Tab. 1.2. Ten spare
wires, that did not guide any signal, were completely removed from the system as well
as the two thick copper wires for the superconducting magnet coil, that was not intended
to be used. Moreover, two copper wires for the PBN heater were replaced by phosphor
bronze wires and the wires to the Si diode were reduced from four to two. This reduction
affects slightly the temperature reading because the Si diode can now measure only in two
point probe mode instead of four point probe, but the loss of accuracy is not significant
for the measurement.
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Table 1.2: Summary of the wiring changes. PhBr – phosphor bronze, Cu – copper, Coax –
stainless-steel coaxial cable.
Original New
Function Quantity Material Quantity Material
Si diode 4 PhBr → 2 PhBr
Grounding of the stage 1 PhBr → 1 PhBr
Sample pin contacts 4 PhBr → 4 PhBr
PBN heater 2 Cu → 2 PhBr
Tunneling curent and bias voltage 1 Coax → 2 Coax
Sample ground 2 Phbr → 0 −
Spare wires 8 PhBr → − −
Spare wires 4 Cu → − −
SC magnet 2 Cu → − −
Total 35 − → 20 −
In the original Omicron wiring layout, the bias voltage was applied via capacity cou-
pling on the same coaxial wire, which guides the tunneling current. The sample itself
was grounded through a sample-ground phosphor bronze wire. A simplified schematic














(b) New Omicron wiring.
Figure 1.6: Simplified diagram of wiring of the tunneling current Iout and the bias voltage
Vbias before and after the refurbishment. In the original wiring, the bias voltage is coupled
to the tunneling current wire through the capacitor. In the new wiring is the bias voltage
guided separately directly to the sample.
Because the change of the electronic control unit and the current amplification (de-
scribed in the subsection 1.4.2 ) required different wiring layouts, we replaced the tunneling-
current and the sample-ground wires by new coaxial stainless steel wires – shown in Fig.
1.6b. The new tunneling-current coaxial wire is connected to the tip as was the former
coaxial wire and the bias-voltage coaxial wire is connected to the sample plate instead of
the former phosphor bronze wire, that grounded the sample.
To eliminate the noise that can be coupled to the bias voltage cables outside of the
chamber between the control unit and the electrical feedthrough flange a low pass filter
has been added outside the chamber, just before the feedtrough flange.
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Electronics and control unit change
Besides the changes done on the vacuum part of the system, a complete change of the
STM control unit and tunneling signal amplification was made outside the LT-STM cham-
ber. The original Omicron SPM PRE 4E preamplifier was replaced by the more simple
and user-friendly Variable Gain Low Noise Current Amplifier DLPCA-200 from FEMTO
GmbH [41], which, in addition, has a better technical parameters. The Omicron Matrix
control unit was changed to the Nanonis Control System made by Nanonis GmbH [42].
Its advantage over the commercial Omicron system is its higher user-friendliness and
variability for scanning probe microscopy (SPM) methods.
In combination, the FEMTO amplifier and the Nanonis SPM Control system unit
now enable better user control of the signal amplification, signal processing, feedback
loop adjustment and device operation.
1.5. Results of the refurbishment and test measure-
ments
After the reassembly, several tests and calibration measurements were carried out in or-
der to evaluate the improvement and to test the system’s performance. This included
a measurement of the change in the cryostat’s standing time and also test measurements
of surface topography (STM) and spectroscopy (STS) with the new control unit.
1.5.1. Cryostat standing time change
To test the standing time of the cryostat, both cryostats were first filled with LN, in order
to precool them to 77K. After that the LN in the inner cryostat was replaced by LHe
to cool the inner cryostat further down. This is a usual procedure for cryostat cooling to
save LHe, which is more expensive and due to its low heat capacity also less efficient for
this purpose. When the the base temperature of 4.4K was reached, both cryostats were
refilled again and the time measurement began.
It was expected that, due to the radiation shielding improvement and the elimination
of unnecessary thermal bridging, the standing time of the inner cryostat will significantly
improve. And indeed, the standing time of the inner cryostat, when filled with the liquid
helium (LHe), increased by a factor of 2, from 19 hours before the refurbishment to 40
hours after it. Furthermore, the base temperature of the STM stage Tbase, measured by
the Si diode, decreased from 4.9K to 4.4K.
1.5.2. STM and STS test measurements
In order to test the performance of the system with the new electronics and control
unit, two samples were investigated. First, we acquired the topography images, dI/dV
maps and differential conductance spectra of the Au(111) surface to test the general func-
tionality of the system techniques. Secondly, a superconducting gap (SC) in differential
conductance spectra on a Pb(111) crystal was measured to test the energy resolution fo
the system. By fitting the measured differential conductance data of the SC gap, an
effective electron temperature could be determined.
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Au(111)
Because of the famous and well studied 22×√3 herringbone reconstruction [43] and easy
surface preparation, Au(111) crystals are often used for STM calibration measurements.
It has also been known, that the Au(111) surface has a surface localized Shockley state
[44] with a band edge 0.52 eV below the Fermi energy (EF) [45]. This state originates from
different boundary conditions for electron wave functions at the surface-vacuum interface
and is localized only in a few surface atomic layers. Defects such as adsorbates, vacancies
and step edges can act as scattering centres for the electrons, creating a standing wave
pattern around them [46].
After several cleaning cycles of Ar+ ion dynamic sputtering and annealing at 500 ◦C
for 10min, the Au (111) sample was inserted into the STM stage, that was cooled down
to LN temperature. Fig. 1.7a shows a topography image of the clean Au(111) surface
with the several step edges and apparent herringbone reconstruction. Fig. 1.7b shows
a simultaneously measured spectroscopy image that reveals a clear scattering wave pattern.
The image shows interference of two types of the scattering pattern – a parallel standing
waves pattern near the step edges and a radial standing wave pattern around the point





Figure 1.7: (a) The image of the clean Au (111) surface with several atomic steps and vis-
ible herringbone reconstruction. The blue dot marks the position of the dI/dV spectrum
presented in Fig.1.7. (b) The simultaneously measured spectroscopy image with visible
standing wave pattern. (Vbias = 200mV, Isetp = 800 pA)
Subsequently a differential conductance spectrum was taken on the Au(111) terrace in
the energy range between −0.8V and 0.4V (shown with blue line in Fig. 1.7; the position
on the surface indicated by a blue dot in Fig. 1.7a). At approximately −0.5V below
Fermi energy EF we can see the band edge of the Shockley surface state.
Attempts to obtain a differential conductance spectrum on Au(111) were done on
this Omicron system also before its refurbishment, but due to the problems with signal
amplification and noise no data with distinguishable features were obtained, even after
a several weeks lasting effort. Representative data of differential conductance measure-
ments with the old Omicron electronics are shown with the red line in Fig. 1.7. The
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data are displayed only for schematic comparison of the system performance before and
after the refurbishment. No qualitative comparison could be made because of completely
different measurement and technical parameters. However, we can see that after the re-
furbishment, we were able to measure spectra with apparently more pronounced surface















Figure 1.8: The differential conductance of the Au(111) surface on the position indicated
in Fig.1.7a for an energy range between −0.8V and 0.4V (blue line). Spectra on the
Au(111) surface for the same energy range obtained with the old Omicron electronics
for schematic comparison (red line). The spectra are not renormalized or offset, but can
not be qualitatively compared because of completely different technical a measurement
parameters.
All in all, functionality of the STM set-up after the replacement of the electronics, the
signal amplifier and the main control unit of the Omicron system, proved to be successful
as is indicated by the presented data. System now posses more variability and direct user
control over the STM and STS measurements.
Pb(111)
To test the energy resolution of the STS, the Pb(111) crystal was investigated by mea-
suring a differential conductance spectrum in a small energy range around EF aiming to
observe its superconducting gap.
Bulk lead is a type-I superconductor with the third highest critical temperature among
the pure element superconductors (TC = 7.19K) [28][31]. It has a superconducting en-
ergy gap ∆ = 1.1meV [47]. Therefore the quasiparticle peaks should be visible on the
differential conductance spectra at ±2∆ = ±2.2meV [48].
Because the Pb(111) crystal was stored for a long time in ambient conditions outside
the UHV chamber, a blueish oxide layer was formed on its surface. In order to prepare
a suitable surface for measurement, it had to be cleaned by many cycles of Ar+ sputtering,
followed by annealing at 200 ◦C for 2 hours in the preparation chamber before transferring
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it to the STM stage. To observe a superconductivity phenomena, temperature below
characteristic TC has to be reached. Be performing measurements at low temperature
we also increase the measurement stability and lead to a lower thermal broadening of
electronic features. For these reasons, all the STM/STS measurements were carried out
at LHe temperature.
In Fig. 1.9, a representative differential conductance spectrum in the energy range
between −10mV and 10mV is presented. It is an averaged spectrum of fifty bias sweeps
over one point above the surface. Measured data points are represented by red crosses
and the blue line shows a theoretical data fit produced by a MATLAB script. We find,

















Figure 1.9: The differential conductance data (red crosses) measured on the Pb(111)
crystal averaged over 50 sweeps and a theoretical fit (blue line) with following parameters:
Tef = 4.8K, Γ = 0.84mV, ∆ = 1.1meV, Vmod = 0.2mV. Visible superconducting energy
gap with quasiparticle peaks at energy around ±2.2meV.
The MATLAB script, developed in the SPM group in Hamburg and modified during
the work on this thesis, calculates the theoretical curve by a convolution of the density
of states with the Fermi-Dirac distribution for following optional parameters: effective
electron temperature temperature (Tef [K]), energy gap (∆ [mV]), quasiparticle lifetime
broadening (Γ [mV]) and modulation voltage of the lock-in amplifier(Vmod [mV]). Because
the SC energy gap of lead ∆ and modulation voltage Vmod are known, only Tef and Γ were
changed during the data fitting. The fitting was done by a combination of parameter
adjustment with immediate eye control and subsequent minimization of a root mean
square value between measured data and suggested theoretical curve.
The theoretical curve in Fig.1.9 is fitted with parameters Tef = 4.8K and Γ = 0.84mV.
Since the fitting is significantly influenced by a human factor and no proper fitting statis-
tics could be done, a type B uncertainty is the most important for the accuracy of the
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result. In this case, it was estimated to be about ±0.3K. Because of this, the effective
electron temperature of the sample was evaluated to Tef = (4.8± 0.3)K.
This result confirmed the achievement of the desired energy resolution for STS on the
Omicron system after the refurbishment and determined an effective electron temperature
of the samples on the STM stage.
21





A lot of studies investigating the magnetism on the nanoscale have already been published
[1–4]. Furthermore, researchers explored the possibilities of preserving the superconduc-
tivity in superconducting materials when reaching the ultrathin film limit [6, 49]. By
combining these two phenomena, a relatively new and interesting field might be opened
up in surface science [7].
My work was a part of a bigger research project whose ultimate goal is to study the
interplay between magnetism and superconductivity on the atomic scale by means of
LT-STM. The desired final state of the superconducting-magnetic interface is depicted in
Fig. 2.1. This part of my work aimed mainly on the first step towards this goal – the
preparation of a stable superconducting-magnetic interface. This included the following:
1. Finding a suitable substrate and materials for magnetic and superconducting films.
2. Preparing an atomically flat and clean substrate surface.
3. Controlling the individual growth of both magnetic and superconducting films on
the desired substrate while preserving their magnetic, respectively superconducting,
properties.




Figure 2.1: Schematic drawing of the desired superconducting-magnetic interface prepa-
ration. The magnetic film is first deposited onto the clean and atomically flat substrate.
Subsequently a superconducting film is deposited partially over the magnetic film.
2.1. Choice of the material
This section presents the main reasons for the material choice and specifies the major goal
of this project (beyond the scope of this work).
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2.1.1. Substrate and magnetic film
W(110) and Ir(111) were chosen as suitable substrates for two general reasons. First, they
have both been well studied in the past and their cleaning procedure is known and tested.
Second, epitaxially grown islands of iron or manganese monolayers on both substrates
show interesting magnetic properties, that we wanted to utilize as a magnetic component
of the desired superconducting-magnetic interface. This fact also determined the choice
of iron as the material for the magnetic film component.
Majorana fermions observation
By bringing a conventional superconductor into the proximity of a topologically non-
trivial system in the presence of a magnetic field, a different state of matter, a topological
superconductor, can be created. At the edge of such topological superconductor, Majorana
fermions are predicted to confine [7, 50]. The high spin orbit interaction of iridium and
tungsten make them a good candidates to host topological phases.
Ir(111) is used as a substrate for various 2D structures, for example as a substrate
for graphene layers [51]. But the important reason for choosing an Ir(111) substrate for
this project is the fact that Heinze et al. showed a formation of spontaneous magnetic
nanoskyrmion lattice on monolayer iron films on Ir(111) surface [3]. They presented
a pattern of a non-collinear spin texture as a magnetic ground state of a hexagonal Fe
film.
Similar to Fe/Ir(111) magnetic behaviour, Bode et al. [52] published a study of mono-
layer manganese films on W(110), that exhibited a spontaneous magnetic nanoskyrmion
lattice. Moreover, lot of different aspects of magnetism has been studied on W(110) by
spin polarized STM, e.g. observation of superparamagnetic iron islands [1].
Mentioned magnetic nanoskyrmion lattices could serve as the topologically non-trivial
magnetic systems for creating the desired nanoscale superconducting-magnetic interface.
This can lead to the creation of a topological superconductor state of matter and open
the possibility for observation of Majorana fermions.
2.1.2. Superconducting film
For the choice of the superconducting material, it was important to find a material that
would grow in continuous, atomically flat films on top of the substrate and magnetic film
without a big lattice mismatch, strain or alloying. For this, we had several options in
our experimental set-up: Vanadium (Bulk TC = 5.4K ), Niobium (Bulk TC = 9.2K),
Tantalum (Bulk TC = 4.5K), Aluminum (Bulk TC = 1.2K), Lead (Bulk TC = 7.2K).
It has to be noted that all the mentioned TC values apply for bulk crystals and in the
thin film limit they strongly depend on the size, thickness and structure of the film [5, 6].
Since the growth and characterization of thin films of these superconducting materials on
W(110) and Ir(111) had not been investigated yet, the characterization of the growth was
of primary importance in the course of this work.
After mastering the substrate cleaning process (section 2.2), we planned to first repro-
duce the formation of magnetic iron films (section 2.3) and then investigate the growth of




This section describes the cleaning procedure of both W(110) and Ir(111) substrates.
Although the cleaning procedure is well known for both substrates [10, 51], they were
prepared for the first time in this experimental set-up and the procedure had to be adapted
for our system.
2.2.1. W(110) preparation
Tungsten is a transition metal from the sixth period of the periodic table with the 5d4
configuration. It has the highest melting point of all the elements Tm = 3422 ◦C [53] in
the periodic table. Fig. 2.2a shows a tungsten bcc crystal structure (lattice constant
aW = 3.16Å) with indicated W(110) plane crystalline orientation, that was used in the
course of this work. The W(110) crystal plane is depicted in Fig. 2.2b (red circles).
(110)
a = 3.16 Å
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(b) W(110) crystal plane with adsorbed oxygen.
Figure 2.2: (a) Tungsten bcc crystal structure with the lattice constant aW = 3.16Å and
indicated W(110) plane. (b) The theoretical arrangement of adsorbed oxygen (blue dots)
on the W(110) plane (red circles) according to Johnson et al. [54]. The span between
the oxygen rows h and the angle α can ba calculated form the W(110) plane geometry
as h = 5.16Å and αO = 109.5 ◦.
The preparation procedure for an atomically flat W(110) surface has been reported
elsewhere [8–10]. Its aim is to remove the main impurity present in the tungsten crystal
– carbon atoms.
The procedure consists of 2-step cycles, that are repeated several times in a row.
It starts with sample annealing under a partial oxygen pressure, followed by a rapid
temperature flashing at UHV conditions. The temperature and ambient pressure values
for both steps are for comprehensibility presented in the Tab. 2.1. During the first step of
the cycle, carbon diffuses out from the bulk crystal to the surface, where it reacts with the
ambient oxygen, forming CO and CO2. The majority of these substances then desorbs
from the surface and can be pumped out of the chamber. The residual CO and CO2
molecules as well as the adsorbed oxygen, that stick to the surface during the annealing,
can be thermally desorbed in the second step of the cleaning cycle by a rapid temperature
flashing above Tf = 2000 ◦C.
Table 2.1: Summary of the values for both steps of the W(110) cleaning procedure.
Time Temperature [ ◦C] Pressure [mbar]
1st step 30min Ta ∼ 1300 Oxygen in the range (2 · 10−8 , 5 · 10−7)
2nd step 10 s Tf > 2000 UHV < 2 · 10−9
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The W(110) sample was mounted on the tungsten sample plate, that was heated
by an electron bombardment heater in the preparation chamber. The temperature was
measured with a pyrometer. We decided to read the temperature from the sample plate
near the mounted sample. This way we could calibrate the temperature reading for
a case of mounting different samples in the future. On the other hand, this fact can cause
problems with measuring the exact temperature of the sample, because it can differ from
the temperature of the sample plate due to the bad thermal contact between them.
The first preparation consisted of seven cycles, during which we gradually decreased
the oxygen pressure in each cycle from PO2 = 5 · 10−7mbar to PO2 = 2 · 10−8mbar. The
annealing temperature, read by the pyrometer, was kept constant at Ta = 1300 ◦C in each
cycle as well as the flashing temperature Tf = 2000 ◦C. Fig. 2.3a shows the state of the
surface after the first preparation. It can be seen that the tungsten is forming a flat steps
that are distinguishable across the image. The features on the image are not ideally sharp,
due to the unstable and blunt tip. Despite the poor image quality, the apparent surface
contamination demonstrated the necessity to repeat the cleaning process.
60 nm
(a) W(110) first preparation.
40 nm
(b) W(110) second preparation.
Figure 2.3: (a) Representative image of a dirty W(110) surface with several atomic steps
after the first cleaning procedure. The quality of the image is not perfect, but sufficient for
determining the state of the cleaning process. (b) Representative image of W(110) surface
after the second preparation without apparent adsorbates, but visible stripy features. The
height of the steps is h = (2.1± 0.1) Å. (Both Vbias = 500mV, Isetp = 500 pA)
Oxygen reconstruction
The second preparation followed the same pattern as the previous one, resulting in an
improved state of the surface. In Fig. 2.3b we can see more than 100 nm wide terraces
with a height of (h = 2.1± 0.1) Å. This is comparable with the calculated theoretical
value of h =
√
2 · aW/2 = 2.23Å. Although the surface was visibly more clean than in
Fig. 2.3a a closer inspection revealed a stripy pattern on the terraces (Fig. 2.4a and Fig.
2.4b).
Johnson et al. [54] presented a STM study of an oxygen adsorption on the W(110)














(b) W(110) oxygen reconstruction zoom.
Figure 2.4: (a) Representative image of an oxygen reconstruction on the W(110) surface
with marked areas of (2×1), (1×2) and (2×2) reconstruction. The red square marks the
zoom shown in (b). (b) Zoom on the previous image with fitted theoretical reconstruction
of adsorbed oxygen. The inset shows the 2D-FFT of the image with the measured recip-
rocal distance between the rows and angle between the rows of complementary phases
(2× 1) and (1× 2). (Both Vbias = 100mV, Isetp = 1nA)
depicted in Fig. 2.2b. It shows adsorption of oxygen along the < 111 > directions. The
distance between the rows of oxygen in the (2×1) phase can be calculated from the W(110)
plane geometry as h = 5.16Å. There exists also a (1 × 2) phase along complementary
< 111 > direction with the same row span. The angle between these directions can be
calculated as αO = 109.5 ◦.
By further analysis of the 2D Fourier transformation (k = 1/λ convention, shown in
inset of 2.4b) of the STM images 2.4a and 2.4b, we could determine the distance between
the rows in the real space as h = (5.26± 0.23) Å and angle as (αO = 110± 3) ◦. These
values are in very good agreement to the published and calculated values presented in
the previous paragraph for the oxygen absorption. A good fit of the theoretical phase
reconstruction could be then made as presented in Fig. 2.4b. From this we could conclude,
that the surface was partially covered with adsorbed oxygen.
Because the oxygen is supposed to thermally desorb during the rapid temperature
flashing of the sample above 2000 ◦C, we deduced that the annealing temperature is not
high enough. This was caused probably by the inaccurate calibration of the pyrometer
and also because the temperature was not measured directly on the sample, but next to
it. Thus, we decided to increase the flashing temperature, measured by the pyrometer,
by 150 ◦C for the next cleaning procedure.
Carbon reconstruction
The increase in the flashing temperature to Tf = 2150 ◦C in the second step of the cleaning
procedure proved to be sufficient to remove the majority of the adsorbed oxygen from the
surface. Representative images of the surface after the modified cleaning procedure are
displayed in Fig. 2.5a and Fig. 2.5b. The height of the step is h = (2.2± 0.3) Å. The
blue arrows in both images point onto areas of residual adsorbed oxygen, where a stripy
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pattern similar to 2.4a can be seen. The rest of the surface shows apparently a different
pattern. The measured perpendicular distance between these rows is b = (31.1± 2.3) Å.
40 nm
(a) W(110) carbon reconstruction.
10 nm
b
(b) W(110) carbon reconstruction zoom.
Figure 2.5: Images of assumed carbon reconstruction on the W(110) surface. Blue arrows
mark the position of areas with residual adsorbed oxygen. The distance between the
characteristic rows of carbon reconstruction b = (31.1± 2.3) Å is comparable wto the
literature value blit = 31.7± 3Å. The distance between the periodic structures along the
direction indicated by the yellow arrow differs (∼ 20%) from the literature values. (Both
Vbias = 1V, Isetp = 500 pA)
The distance between the rows can be compared with the distance of the carbon
R(15 × 12) reconstruction reported in literature [8, 55]. Accordingly, the perpendicular
distance between the rows on the carbon reconstructed surface is blit = 31.7 ± 3Å [8],
which is consistent with the values measured by us. On the other hand, the periodicity of
the structure in the direction parallel to the rows (indicated by the yellow arrow) differs
significantly (∼ 20%) form the observed value. Since it was not the main goal of this
project to study carbon on W(110), we did not investigated the structure in more detail,
but it could possibly represent some new carbon reconstruction. Nevertheless, this meant
that the surface is probably still saturated with carbon and further cleaning cycles are
necessary to acquire a clean W(110) substrate.
At this point of the cleaning process we realized that the intended use of W(110)
as a substrate for studying the growth of thin vanadium layers could be problematic,
because the vanadium alloys easily with tungsten [56] when heated together. And since
the W(110) is standardly cleaned by annealing and rapid temperature flashing up to
2000 ◦C, we would risk the alloying of these two substances and the crystal poisoning.
Because the development of a safe sputtering W(110) cleaning method was not in the
time limit of this work, we decided to focus first on the Ir(111) sample.
2.2.2. Ir(111) preparation
Iridium is a transition metal from the sixth period of the periodic table with the 5d7
configuration. In comparison to tungsten, its melting point is almost 1000 ◦C lower (Tm =
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= 2460 ◦C) and iridium crystals to the fcc structure (Fig. 2.6a) with a lattice constant
aIr = 3.84Å [57]. Fig. 2.6b shows the investigated Ir(111) plane crystalline orientation.
(111)
a = 3.84 Å 
aa
(a) Iridium fcc crystal structure.
(111) b
[      1]1212
(b) Ir(111) crystal plane.
Figure 2.6: (a) Iridium fcc crystal structure with the lattice constant aW = 3.84Å and
indicated W(110) plane. (b) Ir(111) crystal plane. The red triangle corresponds to the red
triangle in (a). The calculated distance between the closest rows of atoms is b = 2.34Å.
Because iridium has a much lower melting point than tungsten and therefore can
not be heated to high temperatures, the usual cleaning procedure [51, 58] differs from
the tungsten one by replacing the rapid temperature flashing step by Ar+ ion dynamic
sputtering. This means that the we would not later risk the alloying with vanadium,
because all the surface atoms are removed by the sputtering at the room temperature
before annealing.
The Ir(111) sample was mounted on the molybdenum sample plate, that was heated
by an electron bombardment heater in the preparation chamber. The temperature was
measured the same way as described for tungsten in the previous subsection.
In the first step of the Ir(111) cleaning procedure we used a dynamic sputtering with
Ar+ ions accelerated to an energy of EAr = 1keV to remove the topmost surface layers.
The second step was the same as for tungsten – carbon from the bulk crystal was extracted
by annealing under partial oxygen pressure. The annealing step also provides iridium
atoms with sufficient energy to overcome the diffusion barrier and they can migrate on the
surface to the most favourable energy position. This leads to re-creation of an atomically
flat surface. After several sputter-annealing cycles, the oxygen is still adsorbed on the
surface as in the case of the tungsten preparation. To thermally desorb it, the last step
of the procedure was the sample temperature flashing at Ta = 1500 ◦C. Since the flashing
temperature is markedly lower than for the tungsten crystal, the sample had to be flashed
for a longer time. The correct sputtering energy, temperature and ambient pressure values
for all steps are for comprehensibility presented in the Tab. 2.2.
Table 2.2: Summary of the values all steps of the Ir(111) cleaning procedure.
1st step 15 minutes of Ar+ sputtering (EAr = 1keV)
Time Temperature [ ◦C] Pressure [mbar]
2nd step 15min Ta ∼ 1300 Oxygen 2 · 10−7
3rd step 2min Tf ∼ 1500 UHV < 2 · 10−9
The state of the Ir(111) surface got well after only a few cycles. Fig. 2.7a shows
a representative topography image of the Ir(111) surface. There are visible steps of height
h = (2.24± 0.32) Å, which is in good agreement with calculated theoretical value h =
= 2.21Å for atomic terrace of iridium. The average width of the observed iridium terraces
was determined as w = 100 nm. Later in the course of this work, when the cleaning
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(b) Ir(111) – atomic resolution.
Figure 2.7: (a) Representative image of the cleaned Ir(111) surface with atomic terraces
of height h = (2.24± 0.32) Å and average width w = 100 nm. (Vbias = 1V, Isetp =
= 500 pA) (b) Image showing an atomic resolution of the surface with missing atoms in
the lattice (blue arrow). The inset shows the 2D-FFT of the STM image with measured
reciprocal distance between the rows of atoms – the corresponding distance b in real space
is represented by red lines in the STM image. (Vbias = 4mV, Isetp = 26 nA)
In Fig.2.7b an atomic resolution image obtained on the cleaned Ir(111) surface is pre-
sented . The inset shows the 2D Fourier transformation (k = 1/λ convention) of the
atomic structure. From the FFT reciprocal space, the average distance between the clos-
est atom rows (marked by the red line) was determined as b = (2.44± 0.27) Å. This
also agrees with the theoretical calculated value for the Ir(111) plane b = 2.34Å. The
blue arrow marks missing atoms in the surface plane, torn off from the surface by the tip
during the scanning.
To sum up, we succeeded in developing suitable cleaning procedure for preparing
Ir(111) surface with wide atomic terraces. This was confirmed by reaching atomic resolu-
tion on the Ir(111) plane with correct dimensions.
2.3. Growth of Fe on Ir(111)
Iron belongs to the group of transition metals and is located in the fourth period of
the periodic table. It has a 3d6 configuration. Bulk iron crystallizes in bcc structure
with a lattice constant of a = 2.87Å [57]. However, Bergman et al. demonstrated its
pseudomorphic epitaxial growth on an Ir(111) substrate [59]. The first atomic layer of
iron accommodate the fcc lattice structure of the Ir(111) substrate, but the second layer
already shows strain-relief structures. Moreover, Bergman et al. observed a complex
magnetic structure in the first atomic layer with spin polarized STM, when the sample
was cooled down to LHe temperature. The structure was later identified by Heinze et al.
as a formation of a spontaneous magnetic nanoskyrmion lattice [3].
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The growth of the iron film and observation of the nanoskyrmion magnetic phenomena
has already been reproduced in our group in the past, but in a different experimental set-
up. Our goal was to reproduce the growth in our set-up and create an iron film in form
of monolayer ”wires” along the iridium step edges.
Before each iron deposition, the substrate was cleaned by the iridium cleaning proce-
dure described in section 2.2.2. The iron was deposited using an electron beam evaporator.
For the first deposition, we evaporated iron from onto the clean substrate at room temper-
ature. Subsequently the sample was annealed for 11min at Ta = 380 ◦C. Fig. 2.8a shows
the state of the surface after the first deposition and annealing. Surface is homogeneously
covered with monolayer iron islands with an average width of 30 nm. From several scans
on different areas on the surface, we could conclude there is no obvious preferential surface
diffusion towards the iridium step edges. Moreover, there is a visible contamination of











(b) Iron on Ir(111).
Figure 2.8: (a) Representative image of iron islands on the Ir(111) surface after a deposi-
tion at room temperature and post annealing to Ta = 380 ◦C. Iron homogeneously covers
the substrate without any tendency to diffuse towards the step edges. Iron islands are
covered with adsorbates of unknown identity. (b) Representative image of iron on the
Ir(111) surface after deposition onto the warm sample (Ta = 300 ◦C) without additional
post-annealing. The height of the iron layer is hFe = (2.5± 0.2) Å and the height of the
iridium step edge is hIr = (2.0± 0.2) Å. (Both Vbias = 1V, Isetp = 500 pA)
Later we discovered that the contamination of the iron islands was not due to the
deposition procedure. As we measured the STM images more than twelve hours after the
deposition and the sample was positioned in the STM at 77K during that period, the
contamination was probably caused by the dirt desorbing from the cryostat shield walls.
And since iron is more reactive than iridium, the effect is more apparent on the iron
islands then on the substrate. The easiest way address this issue is to perfor measurements
right away after the preparation. For long-period measurements, it would be necessary
to measure at LHe temperatures, when the majority of contaminants is sticking to the
cryostat.
To achieve the surface diffusion of iron towards the iridium step edges, we decided to
slightly change the preparation procedure – for the next deposition we evaporated the iron
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on the warm substrate at Ta = 300 ◦C with no post-annealing. A representative image
of the surface is presented in Fig. 2.8b. The measurement was performed soon after the
deposition and no major contamination was observed at this time. the majority of the
deposited iron has apparently diffused to the iridium step edges, creating monolayer iron
”wires” along them, exactly as desired. The height of the iron layer is hFe = (2.5± 0.2) Å,
which is approximately 0.5Å higher than the height of iridium step hIr = (2.0± 0.2) Å
(consistent with the height of clean iridium in Fig. 2.7a).
Fig. 2.9 presents an image obtained on the iron layer with visible atomic resolution.
The lattice shows a hexagonal structure with threefold symmetry. By analysis of the
reciprocal image in 2D-FFT (shown in the inset, k = 1/λ convention), we determined
the distance between the closest rows of atoms as b = (2.39± 0.17) Å (marked by the
red lines in the STM image), which agrees with the previously observed span of iridium
atomic rows on clean Ir(111) surface in subsection 2.2.2. This observation is in agreement




Figure 2.9: Image obtained on the iron monolayer on Ir(111) substrate with apparent
hexagonal structure. The inset shows its 2D-FFT from which we determined the span of
the atomic rows (marked by red lines in the STM image) as b = (2.39± 0.17) Å. (Vbias =
= 5mV, Isetp = 7.4 nA)
To conclude this part, we successfully created the magnetic component of the desired
superconducting-magnetic interface by reproducing the iron growth on Ir(111) substrate
in the form of monolayer ”wires” along iridium step edges. The pseudomorphic growth
of Fe on Ir(111) was confirmed by matching the dimensions of the observed iron lattice
to the values measured previously on clean Ir(111). To reproduce the observation of
nanoskyrmion lattice would require a magnetic tip and measurements at the LHe tem-
perature. Because the skyrmion lattice formation on the iron-iridium system has already
been reproduced in the other experimental set-up in our laboratory, we decided it was
not necessary to try reproducing it at this stage of the project. Thus we moved towards
the investigation of the superconducting component of the desired interface, namely the
study of the vanadium growth on the Ir(111) substrate.
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2.4. Growth of V on Ir(111)
Vanadium is, like iron, a transition metal from the fourth period of the periodic table.
It has 3d3 configuration and crystallizes into bcc structure with a slightly bigger lattice
constant than iron a = 3.02Å [57]. Bulk vanadium has the fourth highest critical temper-
ature amongst the pure element superconductors (TC = 5.4K [57]). Its thin-film growth
on Ir(111) substrate has never been published and so we did not have any relevant in-
formation on the preparation procedure. Before each vanadium deposition, the substrate
was cleaned by the iridium cleaning procedure described in subsection 2.2.2.
After the degassing and calibration of the electron beam rod evaporator, we deposited
approximately 20% of a monolayer on the clean substrate at room temperature without
any post-annealing. The result is shown in Fig. 2.10a. We can see an iridium step of cor-
responding height and a homogeneously covered surface without any obvious preferential
growth along the step edge. The islands have no defined shape. To trigger the surface
diffusion and continuous film forming, we have tried to anneal the sample several times
for short time (4 minutes). To check if any change occurs, we scanned the surface after
each annealing. For each cycle we gradually increased the temperature from 390 ◦C to
550 ◦C.
20 nm 10 nm
(a) Vanadium on Ir(111).
20 nm 5 nm
(b) Vanadium on Ir(111).
Figure 2.10: (a) Representative image of vanadium on the Ir(111) surface after deposition
of ∼ 20% of a monolayer at room temperature and no post annealing. The inset shows
a zoom onto the surface. (Both Vbias = 1V, Isetp = 500 pA) (b) Representative image of
the same preparation after 4 minutes of annealing at 550 ◦C. The height of the islands
is h = (1.44± 0.12) Å. The inset shows a zoom onto the island with visible structure
(marked by the blue arrow).(Both Vbias = 1V, Isetp = 500 pA)
After the last 4-minute annealing at 550 ◦C, we observed a change of the surface
appearance (presented in Fig. 2.10b). It shows polygonal islands with height of h =
= (1.44± 0.12) Å and sharp defined edges. On the iridium step edge we can see the
growth of ”wires” of the same height as the stand-alone islands. This means, that the
annealing temperature was high enough to overcome the diffusion barrier. When zoomed
closer on the island (inset of Fig. 2.10b), a bright structure can be seen in the topography
image (marked by the blue arrow). Because vanadium and iridium have a different bulk
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crystalline structures with different lattice constant, this structure could be caused by
a strain relief of the vanadium film. To further investigate the growth properties of V on
Ir(111) we decided to increase the coverage and deposit more vanadium.
As a next step, we deposited ∼ 40% of a mono layer at the room temperature. For
the post annealing, we used the same values that were sufficient to create flat islands for
the lower vanadium coverage – 4 minutes at 550 ◦C. However, the effect on the islands was
different (Fig. 2.11a). Although the islands shows some straight edges and sharp angular
corners (marked by the yellow arrow), the surface is rather bumpy with the apparent
height in the range of 0.8Å to 1.6Å. Along the step edges, only a small patches of
vanadium are formed. But otherwise the surface is homogeneously covered and no major
preferential diffusion towards the step edges can be observed. To improve the quality
of the sample and to obtain a better vanadium islands, we have tried several short (4
minutes) sample annealing cycles, monitoring the state of the surface between each cycle.
For each cycle, the annealing temperature was slightly increased, reaching 630 ◦C for the
last one. Unfortunately, the appearance of the surface and the islands was not improving
and they exhibited the same surface roughness and even lost the polygonal shapes (not
shown here).
20 nm
(a) Vanadium on Ir(111).
8 nm
(b) Vanadium on Ir(111).
Figure 2.11: (a) Representative image of vanadium deposition (∼ 40% of a ML) at room
temperature and 4 minutes post-annealing at 550 ◦C. Islands show sign of polygonal
shaping, but do not form a flat film (yellow arrow). (b) Representative image of the same
preparation after 30-minutes annealing at 550 ◦C. The height of the ”first layer” film (blue
arrow) with visible superstructure is h = (1.35± 0.13) Å. The ”second layer” areas (red
arrow) have a height around h = 2Å. (Both Vbias = 1V, Isetp = 500 pA)
Our next step was to go back to the 550 ◦C annealing temperature and anneal for
a significantly longer time period – 30 minutes. The resulting STM images revealed
islands, that were again polygon shaped with straight edges (Fig. 2.11b). They formed
a visible flat ”first layer” with a height of h = (1.35± 0.13) Å (relatively to the Ir(111)
surface, marked by the blue arrow), which is comparable to the height of the low coverage
islands in Fig. 2.10b. A significant area of the islands is in addition covered with bumps
without any defined shape and a varying height around h ≈ 2Å (marked by the red
arrow), forming thus a ”second layer”. The size of the island (30× 30 nm) and especially
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the size of the clean ”first layer” presented in Fig. 2.11b is not representative compared to
the average size of the islands across the surface (mostly 10 nm wide). On this island, we
can see a superstructure on the ”first layer”, that has a different pattern form the stripy
structure visible on the low-coverage islands in Fig. 2.10b. This pattern is also visible on
the other ”first layers” islands on the surface.
Fig. 2.12a shows a zoom on the ”first layer” surface with atomic resolution (the
position of the zoom is marked on Fig. 2.11b by a yellow square). Atoms are ordered
in a hexagonal threefold symmetry, just as the Ir(111) substrate. Besides the atoms,
a triangular superstructure is visible with two types of apparent topography. The yellow
arrow marks the triangular area with apparent higher edges than the centre of the triangle,
whereas the blue arrow marks the area with apparent lower edges than the centre of the
triangle. It can be noted, that on some edges of these triangles, the atomic rows are
suddenly slightly shifted. For this reason, the 2D-FFT (shown in the inset, k = 1/λ
convention) is a bit fuzzy. However, from a statistical analysis we could determine the
distance between the closest rows as b = (2.58± 0.35) Å. This row span is comparable
with the span of rows on the Ir(111) surface.
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(b) Vanadium on Ir(111).
Figure 2.12: (a) Zoom image on the ”first layer” vanadium island (position marked by the
yellow square in Fig. 2.11b) with atomic resolution (b = (2.58± 0.35) Å). The blue and
yellow arrows mark a visible superstructure with two different appearances. The inset
shows a 2D-FFT (k = 1/λ convention) of the STM image. (Vbias = 6mV, Isetp = 10 nA)
(b) Simplified model of lattice mismatch between the V(110) plane (yellow), Fe(110) (red)
plane and Ir(111) plane (blue).
To determine the origin of this superstructure would require a proper inspection, that
was not a main goal of this project. A simple way to look at the pattern is to consider
it as a strain relief structure. As shown previously, despite the lattice mismatch and
different crystalline structure, iron growths pseudomorphically on Ir(111) in a fcc(111)
lattice structure. In the second layer, a strain relief structure occurs. By comparing the
distance between atoms, the dimensionally closest plane in bcc stuctre to the fcc(111)
plane is bcc(110) plane. This is schematically illustrated in Fig. 2.12b. It shows the
difference between the atom distance in the bcc Fe(110) plane (shown in red) and the
atoms in fcc Ir(111) (shown in blue). If we define the atomic distances a and b as shown
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in Fig. 2.12b, a 15.5% stretch in b and a 5.6% compression in a is necessary in order to
adapt the Fe(110) plane to Ir(111) surface. In the case of V(110) (shown in yellow), the
necessary deformation would be a 9.8% stretch in b and a 10.2% compression in a. For
better comprehensibility, the distances a and b as well as deformation necessary to adapt
the Fe(110) and V(110) planes to the Ir(111) plane are shown in Tab. 2.3.
Table 2.3: Summary of the distances a and b as defined in Fig. 2.12b as well as deformation
required to adapt the Fe(110) and V(110) planes to the Ir(111) plane .
a [Å] compression [%] b [Å] stretch [ %]
Ir 2.71 − 4.69 −
F 2.87 −5.6 4.06 15.5
V 3.02 −10.2 4.27 9.
Shape of the interaction-energy to atomic-distance curve shows a steeper increase of
repulsion energy of metallic atoms when compressed together then increase of cohesive
energy when stretched apart [60]. Based on this premise, we can qualitatively compare
the calculated values for iron and vanadium. Due to the comparatively higher necessary
compression of vanadium atoms in a, it is is energetically harder to adapt to the V(110)
plane to the Ir(111) substrate. Moreover vanadium (EC = 5.31 eV/atom) has a higher
cohesive energy then iron (EC = 4.28 eV/atom) [61]. Building on these facts, we suggest
that vanadium tends to grow pseudomorphically on Ir(111) just as iron. However, due to
the larger lattice mismatch and higher cohesive energy, it is forced to adopt an energeti-
cally more stable position and to relief the strain in the first layer. This can result to the
formation of the observed structure in Fig. 2.10b and Fig. 2.12a.
Based on the presented results for the growth of vanadium on Ir(111), we could con-
clude, that vanadium does not tend to grow well in desired continuous and atomically
flat patches. This is probably caused by a big lattice mismatch of both materials and
strong cohesive energy between vanadium atoms. The goal of our project was, however,
to primarily create a superconducting-magnetic interface. Therefore, we decided to first
try vanadium growth on top of the pseudomorphic iron islands before investigating the
next superconducting material, because due to a different interaction between V and Fe
such grow could be different.
2.5. Growth of V on Fe-Ir(111)
Iron films on the clean Ir(111) surface as a substrate for the vanadium deposition were
prepared exactly in the same way as described in section 2.3 with resulting wire-like
formation of iron along the iridium step edges (Fig.2.8b).
From previous experiences we already knew that without additional annealing at
550 ◦C, vanadium does not overcome the diffusion barrier on iridium and does not grow in
faceted islands. However, the diffusion behaviour for vanadium on iron could be different.
Thus, for the first vanadium deposition on the Fe-Ir(111) interface, we evaporated about
40% of a monolayer at the room temperature with no post-annealing. Indeed, Fig. 2.13
shows a different shape of the islands on the iron film than on the iridium terrace. The
clusters located on iridium are comparably smaller and more scattered than the islands on
the iron film, which are apparently bigger and all have similar sizes. The red arrows mark
the distinguishable boundary between the iridium terrace and the iron film. Besides this,
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a change in the height of the iron film relatively to the iridium terrace occurred – while
the height of the iron film on iridium before vanadium deposition was hFe = (2.5± 0.2) Å
(Fig. 2.8b), now its apparent height decreased and is comparable to the height of iridium
terrace hFe = (2.1± 0.3) Å. We do not know the exact origin of this effect. One explana-
tion could be a consequence of an electronic effect – the charge transfer between vanadium
and iridium could be higher than the charge transfer between vanadium and iron. The
iridium layer would be therefore electronically doped and as a result appear in average
higher. The height of the iron film relative to the iridium surface would consequently
decrease. Unfortunately, to confirm this suggestion, a proper charge transfer calculation
would be necessary. Other plausible explanation would be, that the film is not pure iron
any more, but a possible vanadium-iron alloy. However, when zoomed, the surface did








(a) Vanadium on Fe-Ir(111).
6 nm
(b) Vanadium on Fe-Ir(111).
Figure 2.13: (a)Representative image of vanadium deposited on Fe-Ir(111) at room tem-
perature without post annealing. An apparent difference in the size, shape and coverage
of the clusters on iron film and iridium terrace can be seen. The red arrows show a distin-
guishable boundary between the iron and iridium – the apparent height of the iron film
decreased to hFe = (2.0± 0.3) Å compared to the height of the iron film on iridium with-
out vanadium hFe = (2.5± 0.2) Å. (b) Representative image of assumed iron film with
vanadium after 20 minutes annealing at 200 ◦C. The surface between the clusters exhibits
an ordered structure. The apparent height of this layer relatively to the iridium terrace
varies between h = (1.7± 0.2) Å (measured on the bright area) and h = (1.4± 0.2) Å
(measured on the dark area). (Both Vbias = 1V, Isetp = 500 pA)
The annealing of the sample at 200 ◦C for 20 minutes did not change the overall
appearance of the clusters on the iron film (comparable to Fig. 2.13). But when we zoomed
on this are with vanadium covered iron film, we realized, that besides the clusters, the
surface exhibited a highly ordered structure (presented in Fig.2.13b). The apparent height
of this layer relatively to the iridium terrace varies between h = (1.7± 0.2) Å (measured
on the bright area) and h = (1.4± 0.2) Å (measured on the dark area). From this
behaviour we concluded, that vanadium on iron probably does not grow in flat continuous
films as desired.
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Nevertheless, if the visible ordered structure was not an alloy, but just a reconstruction
of adsorbed vanadium on the iron film, it could modify the nanoskyrmion lattice. To
further investigate its growth and a possible modification of the skyrmion lattice, we
decided to deposit only a very small amount of vanadium. We wanted to reach such a low
coverage, that the vanadium does not saturate the whole iron film (as in the case in Fig.
2.13b). It could then enable us to study the difference between the skyrmion lattice on
the pure iron film and on the iron film with the reconstructed vanadium. Therefore we
cleaned the substrate and made a new preparation of iron on iridium.
This time, we deposited only about 3% of a monolayer of vanadium at room tempera-
ture and did not anneal the sample afterwards. The result is shown in Fig. 2.14a. Besides
iridium, that is clearly recognizable in the bottom part of the image, we can see two other
layers of material (marked by the red and yellow arrows). On the middle layer (yellow
arrow), there is a visibly clear and flat patch with apparent height h = (2.0± 0.1) Å rel-
atively to the iridium surface (marked by blue arrow). This is comparable to the height
of the assumed iron film without the reconstruction in Fig. 2.13.
When closer inspected (Fig. 2.14b), the middle layer shows two evident structural pat-
terns. This was surprising, as on the high-coverage sample we found these structures only
after the annealing to 200 ◦C. The green square bounds the area with rows of elongated
features (dotted structure), that look the same as observed on the preparation with higher
coverage (Fig. 2.13b). The red square defines the area with a different honeycomb-like
structure. We also managed to obtain an atomic resolution image on the flat patch of
assumed iron, with hexagonal atomic lattice dimensionally consistent with iron in Fig.
2.9 (not shown here). Its orientation is indicated by the blue lattice drawing (not true





(a) Vanadium on Fe-Ir(111).
 5 nm
Fe
(b) Vanadium on Fe-Ir(111).
Figure 2.14: (a) Representative image of the low coverage vanadium on Fe-Ir(111). We
can see two layers on the Ir(111) surface (marked by the red and yellow arrow). On the
first layer is visible a flat patch with height h = (2.0± 0.1) Å (b) Zoom on (a). The
surface shows two different structures – dotted structure (green square) and honeycomb
structure (red square). The drawing of the blue lattice shows the orientation of atoms in
the flat patch of assumed iron (not true to scale).(Both Vbias = 1V, Isetp = 500 pA)
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As already mentioned, no literature could be found on V-Fe-Ir(111) systems. Never-
theless, Surnev et al. [62] showed a study on the growth of an ultrathin vanadium oxide
layer on Pd(111). They presented STM and LEED results supported by DFT calcula-
tions in which vanadium atoms are arranged in honeycomb-like structure on Pd(111) and
the oxygen atoms are located as a top most layer on the vanadium. Since the oxygen
atoms in this study are arranged atop of vanadium, they should not markedly affect the
arrangement of vanadium on Pd(111).
The Ir(111) (pseudomorphic Fe(111) as well) and Pd(111) planes are dimensionally
almost identical [57], we tried to construct a similar reconstruction (without oxygen) on
such an fcc(111) surface as shown in Fig. 2.15a. The vanadium atoms occupy hollow
positions on the Ir(111) plane, thereby forming a honeycomb-like structure. The span
between the two closest centres of the hexagons is can be calculated from the Ir(111)
plane dimensions as c = 5.4Å (twice the closest atom distance). It can be noted that the




(a) Model of vanadium on fcc(111) plane.
1 nm
(b) Vanadium on Fe-Ir(111).
Figure 2.15: (a)Model of vanadium honeycomb-like reconstruction on Ir(111) plane. Blue
circles represent the Ir(111) plane and the yellow circles, located on the hollow sites,
represent the vanadium atoms. The theoretical distance between the closest centres of
the honeycombs is c = 5.4Å. (b) Fit of the presented model into the real structure in
the STM image. The measured distance between the centres of the honeycombs is c =
= (5.4± 0.2) Å and the orientation of the structure corresponds to the orientation of the
hexagonal lattice measure on the assumptive flat patch of Fe in Fig. 2.14b. (Vbias = 1V,
Isetp = 500 pA)
It turned out that by superimposing this structure over the STM image and scaling
it to the corresponding dimensions, the proposed structure fits very nicely to the real
observed features (Fig. 2.15b). The distance between the centres of honeycombs in
the image is (c = 5.4± 0.2) Å, which is in perfect agreement with the theoretical value.
Moreover, the orientation of the fcc(111) substrate is in agreement with the angle of the
hexagonal lattice measured on the flat patch as shown in Fig. 2.14b. There is a visible
phase boundary on the STM image between the two phases of the honeycomb structure
(marked by the red arrow). This is also in agreement with the modelled structure, when
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the two phases are shifted relatively to each other on the same extended fcc (111) substrate
lattice as demonstrated in the image.
For the dotted structure, that consisted of elongated features, we could not find any
literature reference. This structure appears in the image oriented in three directions,
that are rotated by 60◦ with respect to each other. This resembles a threefold symmetry
and could suggest the orientation of the elongated features on the fcc(111) along the
<011> directions. The apparent elongation could be a result of two atoms sitting on the
neighbouring hollow sites. Based on these assumptions, we proposed a reconstruction
presented in Fig. 2.16a. Here the tight pairs of vanadium atoms are located on the hollow
sites in rows along the <011> directions with two iridium interatomic distances between
them b = 5.4Å. The next row, that is located within the distance a = 4.7Å (corresponds
to the double distance of the closest atomic rows) is asymmetrically shifted lengthwise by





(a) Model of vanadium on fcc(111) plane.
1.6 nm
Fe
(b) Vanadium on Fe-Ir(111).
Figure 2.16: (a) Model of the vanadium atom-pair reconstruction on fcc(111) plane. Blue
circles represent the fcc(111) plane and the yellow circles, located on the hollow sites,
represent the vanadium atoms. The theoretical distance between the rows is a = 4.7Å
and the distance between the pairs lengthwise is b = 5.4Å. (b) The fit of the presented
model into the real structure on the STM image. The measured distance between the rows
is a = (4.9± 0.3) Å and the distance between the elongated features is b = (5.6± 0.2) Å.
The orientation of the structure corresponds to the orientation of the hexagonal lattice
measured on the flat patch of assumed iron (red part of the lattice model). (Vbias = 1V,
Isetp = 500 pA)
The graphical fit to the measured data is presented in Fig. 2.16b. We can fit the
proposed structure to all three orientations, with the scale corresponding to the scale of
the image. The distance between the rows in each direction is a = (4.9± 0.3) Å and the
distance between the elongated features lengthwise is b = (5.6± 0.2) Å. Both values are
consistent with the theoretically calculated value. Remarkable is a precise congruence
of the modelled fcc(111) substrate with the orientation of the hexagonal lattice in the
flat iron patch (shown in red lattice model) and also its resemblance with the shape of
this patch. At some points in the STM image, however, the suggested structure does not
agree completely with the measured data and features are shifted, stretched or compressed
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relative to the proposed model structure. Unfortunately, we could not find a sufficiently
big area with undisrupted structure to try the graphical superimposition over longer
distances.
The question now is whether the reconstruction is vanadium on Ir(111), vanadium
on Fe(111) or an alloy of these materials. Both suggested reconstructions can be located
either on Ir(111) or on the pseudomorphic Fe(111) film, that have both the same lattice
dimensions. In the first case the iron had to be pushed away by the vanadium except
for the flat patch of assumed iron visible in all images. The vanadium would then be
positioned on the Ir(111) as suggested, next to the flat pseudomorphic Fe(111) patch. In
the second case, the iron stays on the same wire-like location as before the deposition and
the pseudomorphic Fe(111) film is covered with the vanadium as suggested. But because
the coverage is low, it can not saturate the whole surface and a clear patch of iron can
be visible in the images. The height of the first layer, where both reconstructions can be
seen, varies from 1.4Å to 1.9Å relative to the iridium terrace, depending on whether we
measure on the bright or dark features. The reconstructed layer therefore appears like
being positioned next to the flat patch of assumed iron. This could point more to the first
proposed case, but since the STM image is always a combination of a real topography and
electronic structure it is impossible without additional investigation to determine the true
nature of the reconstruction. It would include more deeper STM and STS statistics, DFT
calculations and gaining of additional informations by other surface sensitive techniques
as LEED or Auger spectroscopy.
To sum up, we have found out, that vanadium does not grow in a flat and continuous
film neither on Ir(111) nor on the Fe-Ir(111) substrate, which means the superconduc-
tivity in the thin film limit would not be preserved. For this reason it can not be used
as a superconducting component of the desired superconducting-magnetic interface. Fur-
ther, we observed small patches of two types of possible vanadium reconstruction on the
Fe-Ir(111). We suggested a reconstruction model, that fits to the measured data. How-
ever, we did not manage to control the growth of either type in a larger continuous patch.
A further and deeper investigation would be necessary to determine the true nature of
the observed structure and mechanism of its growth. If the vanadium reconstruction on
iron film (with nanoskyrmion lattice) would be confirmed, its controlled growth in larger
continuous patches could have an interesting impact on the nanoskyrmion lattice.
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3. Magnetism of Co atoms on WS2
This chapter provides a brief overview on the study of magnetic properties of cobalt
atoms on a monolayer dichalcogenide WS2. In the first section, the basic principles of
X-ray circular magnetic dichroism (XMCD) are explained. The second section provides
insight into the investigated system of Co atoms on WS2/Au(111) and in the last section,
the first qualitative results of XMCD spectra with respect to the magnetic anisotropy of
cobalt atoms are presented.
3.1. X-ray circular magnetic dichroism (XMCD)
The absorption of photons is a basic principle of some of the most effective spectroscopy
methods, because its mechanism is governed by simple electronic dipole transitions. To
probe the atomic core levels, X-ray photoelectron spectroscopy (XPS) and X-ray absorp-
tion spectroscopy (XAS) are the two most utilized techniques. Use of the latter technique
enables measurement of energy dependent x-ray absorption spectra with characteristic
resonance peaks. These peaks originate from transitions of core electrons to unoccupied
valence band states. The 3d band transition metals are best probed using 2p −→ 3d
transitions, because the electron transitions are guided by the ∆l = ±1 selection rule. [63,
64]
To study the size and the direction of the electron angular momentum and spin in the
sample, a circularly polarized synchrotron radiation is used. The right-circularly-polarized
(RCP) photons have the electric field vector E rotating clockwise around the wave vector
k when viewed in the direction of k. These photons have an angular momentum of +~
and can be described by a vector – the photon spin. On the other hand, the left-circularly-
polarized (LCP) photons have an angular momentum of −~ with the photon spin in the
opposite direction and their electric field vector rotates in the anticlockwise sense. The
XMCD signal is defined as difference between the X-ray absorption spectra for RCP and
LCP light. [63, 64]
Developed by Schütz et al. [65], the XMCD principle for a 3 d transition metal (for
example cobalt) is depicted in Fig. 3.1. Here the inequality of spin-up and spin-down
electrons (or equivalently spin-up and spin-down holes above the Fermi level) below the
Fermi energy (EF) is supposed, which gives the 3d shell a net spin moment. Transfer of
the angular momentum of photons, +~ and −~, to the 2p core level electrons by using the
RCP and LCP x-rays makes the absorption process dependent on the core electron spin
and thus enables measurement of the difference in the number of 3d holes with spin-up
and spin-down orientation. For the spin-orbit-split levels, e.g 2p1/2(L2 edge) and 2p3/2(L3
edge), the angular momentum of the photon is transferred partially to the spin via the
spin-orbit coupling.
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The photoexcited electron can carry both spin and angular momentum. Photoexcited
electrons with opposite spins can be created, because RCP, respectively LCP, photons
transfer the momentum of the opposite direction. Since the flipping of the spin during
the transition is forbidden, photoexcited electron with spin-up orientation from the 2p
level can be transited only into a spin-up hole in the 3d state and vice versa for the
spin-down photoelectrons. The absorption intensity is therefore directly proportional to
the number of available states of given spin in the 3d valence shell, that acts as a spin
sensitive detector. [63, 64]
The magnetization direction determines the quantization axis of the 3d shell during
the experiment and the dichroism effect is proportional to the cosine of the angle Θ
between the magnetization direction and the photon spin. Therefore, the maximum signal
is obtained for the antiparallel and parallel orientations of the sample magnetization with
respect to the photon spin [63, 64]. The projections of the spin and magnetic orbital
moments per hole in the d-shell can be quantitatively obtained via the XMCD sum rules
for differences in absorption intensities for the parallel and antiparallel orientations of the







Figure 3.1: Schematic drawing of the XMCD principle for the L edge absorption between
2p core levels and 3d valence shell of transition metals (e.g. cobalt). The spin-up (spin-
down) photoelectrons are excited primarily by the RCP light (LCP light). The obtained
absorption intensity is directly proportional to the number of empty 3d shell states of
a given spin, because the flipping of the spin is forbidden.
In a magnetically anisotropic material, the magnetic moment tends to align along an
energetically favourable direction, a so-called easy axis. The anisotropy describes how
much the magnetisation orientation of material responds to the thermal or magnetic
stimuli. The magnetic anisotropy energy (MAE) is a material property, that represents
the energy necessary to change the magnetization direction from the easy axis to the
unfavourable direction with the maximum ground energy (hard axis). Measuring XMCD
along an easy axis will show more pronounced spectral peak, contrary to the measurements
along hard axes. As a consequence, if the measured sample exhibits magnetic anisotropy,
the XMCD spectra for different non-parallel directions will show different intensities [11].
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In actual measurements superconducting magnets are used, since strong magnetic fields
are required in order to magnetize the sample along both the easy and hard axes.
3.2. Motivation and sample preparation
Magnetic materials assume an important part in present data storage innovation and
industry. For many applications, the magnetic anisotropy of the materials defines their
suitability and efficiency. The magnetic anisotropy is a consequence of a connection be-
tween the spin magnetization and the atomic structure of the magnetic material, mediated
by the spin-orbit interaction [66]. Gambardella et al. [11] presented a study on magnetism
of single cobalt atoms deposited onto the non-magnetic Pt(111) substrate. Their experi-
ment revealed, that whereas the free gas-phase cobalt atoms have, according to Hund´s
rules, large spin (S) and orbital (L) magnetic numbers and no magnetic anisotropy (be-
cause of the spherical symmetry), a giant magnetic anisotropy appears as the atoms are
deposited onto the Pt (111) substrate. Gambardella et al. [11] showed a big increase of the
cobalt adatom L compared to the bulk orbital moment and explained it as a consequence
of the reduced coordination of the cobalt adatom adsorbed atop the surface. The reduced
coordination supports d-electron localization and preservation of atomic-like character in
the 3d orbitals.
The large magnetic anisotropy of the above mentioned system is a combination of
different effects [11, 66]:
1. the reduced symmetry of adsorbed Co atoms in comparison to the gas-phase atoms,
that provides the required condition to show anisotropic behaviour,
2. localisation of 3d electrons that enlarge the spin-orbit energy due to an increase in
S and prevents the quenching of the orbital moment,
3. strong spin-orbit splitting of the 5d platinum states.
The angular dependence of the magnetic anisotropy is governed mainly by the 1. effect,
while the magnitude of the magnetic anisotropy energy is determined by the 2. and 3.
effects [11].
3.2.1. WS2
Stable monolayers of solids have been investigated since the discovery of graphene [67]. It
was soon realized, that other bulk materials with layered structure can be mechanically
exfoliated to form monolayers a monolayers of 2D materials – among others, also tran-
sition metal dichalcogenides (TMDCs). Electronic properties of single-layer TMDCs are
modified compared to the bulk material – for example in the case of MoS2 [68], a transition
from the indirect to the direct band gap is observed.
Dendzik et al. [69] introduced an epitaxial growth method for another TMDC –WS2 on
Au(111), that provides a high quality single-layer WS2. Like the other TMDCs, tungsten
disulfide consists of a layer of tungsten sandwiched between two sulphur layers. Dendzik
et al. [69] showed a study of various properties of single-layer WS2 on Au(111) by STM,
LEED, core level spectroscopy and ARPES. It was found out, that due to the lattice
mismatch between the single-layer WS2 and the substrate, the modulation of the local
density of states occurs and a consequent Moiré pattern is observed. Furthermore, when
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probing the electronic structure by ARPES, Dendzik et al. [69] measured a strong spin-
splitting around the K¯ point, almost three times bigger than the spin-splitting in single-
layer MoS2 [68]. The ARPES data also confirmed the expected direct band-gap at K¯ for
the single-layer WS2 as opposed to the multilayer case.
3.2.2. Sample preparation – Co on WS2
If used as a substrate, the strong spin-orbit coupling (SOC) of the tungsten in WS2
could be favourable for augmenting the magnetic anisotropy of Co adatoms as was shown
by Gambardella et al. [11]. However, since WS2 is sandwich-structure material and the
topmost layer is sulphur, this effect would strongly depend on the position of Co adatoms
– one possibility is that Co relaxes between the first 2 layers where it could feel the large
SOC of tungsten. Besides, since the single-layer WS2 was reported to possess a direct
band gap, it could be attractive for electronic applications. This makes the single-layer
WS2 a suitable candidate for measuring the magnetic anisotropy of cobalt atoms, similarly
to the Gambardella et al. [11] study.
The single-layer WS2/Au(111) samples were prepared the same way as shown by
Dendzik et al. [69] by evaporation of tungsten onto the clean Au(111) substrate with
simultaneous exposure to H2S. Afterwards, the samples were post-annealed in the H2S
atmosphere. The quality of the samples was checked by STM and XPS prior to XAS
measurements (not shown here).
The Co atoms were deposited by electron beam evaporator in UHV conditions onto
the clean WS2/Au(111) substrate. To inhibit surface diffusion and preserve the isolated
atom character, the deposition was carried out at T ∼ 2K. The deposition rate was
calibrated on a clean Au(111) substrate by STM imaging (not shown here).
3.3. First results
To obtain information about the magnetization of Co adatoms on WS2/Au(111), the XAS
spectra at the L3 edge with RCP and LCP x-rays were measured in the total electron
yield mode (shown in Fig.3.2). The measurements were performed at T ∼ 2K and to
magnetize the sample, a B = 6T field was used at angles Θ = 0 ◦ and Θ = 60 ◦ with
respect to the surface normal. The XMCD spectra was obtained as a difference between
the absorption spectra measured for the parallel µ+ and antiparallel µ− alignment of the
incoming photon helicity with the applied field B.
μ+ μ- Θ
(111)B
Figure 3.2: Schematic drawing of a XAS experimental set-up in the total electron yield
mode. The sample was exposed successively to the RCP and LCP light. A B = 6T
magnetic field was used at angles Θ = 0 ◦(out-of-plane magnetization) and Θ = 0 ◦ (in-
plane magnetization) with respect to the surface normal.
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In-depth analysis of the measured XMCD data is still in process and therefore only
first qualitative results will be shown here. In total, four samples have been investigated,
but due to problems with the experimental set-up, we managed to measure meaningful
spectra for both in-plane and out-plane magnetization only on one of them. All data
shown here were measured on this sample with ∼ 7% of a monolayer coverage.
The normalized XAS spectra for Θ = 0 ◦ (out-of-plane magnetization) and Θ = 60 ◦
(in-plane magnetization) are presented in Fig.3.3. The Θ = 60 ◦ signal is for better
comprehensibility shifted up by 0.01 arb.u.. The signal shows relatively weak absorption
L3 resonance peaks in comparison with the substrate background – about ∼ 0.25% for
the Θ = 0 ◦ orientation and ∼ 0.4% for the Θ = 60 ◦ orientation. All spectra also
show an artefact peak of unknown origin at E = 783.2 eV. We can see that there is no
big difference between the µ+ and µ− for both sample magnetization orientations and
therefore the dichroism is very weak. Moreover, there is no strong anisotropy in the
XAS lineshapes, which suggests that crystal field effects from neighbouring atoms, e.g.


















Figure 3.3: Normalized XAS spectra of ∼ 7% ML Co on WS2/Au(111) for the parallel
µ+ and antiparallel µ− alignment of the incoming photon helicity with B at Θ = 0 ◦ (out-
of-plane magnetization) and Θ = 60 ◦ (in-plane magnetization) relative to the surface
normal. Spectra were measured at T ∼ 2K for B = 6T. The Θ = 60 ◦ signal is shifted
up by 0.01 arb.u. for a better comprehensibility. In both spectra a L3 edge jump can be
seen - about ∼ 0.25% for the Θ = 0 ◦ and ∼ 0.4% for the Θ = 60 ◦. At E = 783.2 eV
a small artefact peak of unknown origin can be seen.
The subtracted µ+ and µ− signals for both magnetization orientations exhibit weak
XMCD spectra with a ∼ 30% XMCD/XAS ratio for Θ = 0 ◦ and ∼ 20% XMCD/XAS
ratio forΘ = 0 ◦ (shown in Fig.3.4). Also, the XMCD spectra do not exhibit any significant
difference for the in-plane and the out-of-plane magnetization.
As was mentioned, three other samples were measured and the in-depth analysis of the
obtained data is still in process and beyond the scope of this work. As a first result how-
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ever, based on the presented data we concluded that there is no obvious strong magnetic
anisotropy of cobalt atoms on WS2/Au(111) substrate. Thus, there is no preferential in-
plane or out-of plane orietation of the cobalt´s magnetic moment, as suggested already by
the weak anisotropy in the XAS lineshape. This finding is in contrast to the Gambardella
et al. [11] study on the Co/Pt(111) system, where a strong out-of-plane magnetization of
Co adatoms has been observed. This is not very surprising since, as mentioned, the effect
strongly depends on the position of Co atoms on the substrate. E.g. if the Co atom sits
bounded by Van der Waals interaction only atop of the sulphur layer, it possibly can not
feel the strong SOC of tungsten. This is planned to be probed by LT-STM, to find out
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Figure 3.4: XMCD spectra µ+ − µ− of ∼ 7% ML Co on WS2/Au(111). No significant




LT-STM study As a first stage in the course of this work, Omicron LT-STM exper-
imental set-up was refurbished. To improve the short standing time of the liquid bath
cryostat, two main modifications have been carried out. The radiation shielding was ad-
justed to transmit less radiation from outside and by redesigning the former Omicron
wiring layout, we managed to significantly decrease the thermal bridging of the STM
stage to the room temperature environment. Due to these modifications, we managed
to double the cryostat standing time on LHe temperature from 19 h to 40 h. As a second
part of the refurbishment, we changed the electronic control unit and the signal amplifier.
The improvement was checked by test measurements on Au(111) crystal (spectroscopy
of Shockley surface state) and Pb(111) (spectroscopy of superconducting gap).
In the refurbished experimental set-up, we tried to adapt known methods for cleaning
W(110) and Ir(111) crystals. We observed and analysed an oxygen and carbon reconstruc-
tion on W(110) during different phases of the cleaning. This helped us to recalibrate our
pyrometer temperature reading. In the case of Ir(111), the efficient cleaning procedure
was reached without major problems and we managed to grow pseudomorphic thin Fe
layers along the step edges on the Ir(111) substrate. The pseudomorphic growth was con-
firmed by comparison of atomic resolution images on both Fe layers and clean Ir(111). We
did not succeed in growing high quality thin vanadium films on Ir(111) because of strain
relief structures induced by a big lattice mismatch between the film and the substrate.
Equally, the deposition of vanadium onto the Fe thin films on Ir(111) did not resulted
in desired growth. Instead, we observed two different types of surface reconstructions of
V on Fe/Ir(111) and suggested a possible reconstruction geometry. Deeper investigation
of these reconstructions was beyond the scope of this work.
All in all, this project was part of a long-term research aiming to prepare a stable
superconducting-magnetic interface. It contributed in developing an efficient substrate
preparation method and in testing of the thin vanadium films growth. The plan in the
near future is to investigate the growth of thin films on Fe/Ir(111) made of other materials
as niobium, tantalum, aluminium and lead.
XMCD study Because the in depth analysis of the measureddata is still in process,
only first qualitative results of XMCD on the investigated Co/WS2/Au(111) system have
been presented. It was shown, that the XMCD signal for both in-plane and out-of-plane
magnetization is very weak and therefore no strong anisotropy of single Co atoms on
WS2/Au(111) can be expected. This behaviour could be dependent on the position of Co
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